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Mini CBar-SM110VF

All in One Conference Camera Face Voice
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Microphone & Audio 3A algorithm
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Speaker with Chamber design
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Ai Face Tracking & Ai Voice Tracking
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Plug and play, All OS Supported
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Camera Microphone
» Sensor size : 1/3.0” (8 Mega Pixel) « Built-in 2 Microphone Arrays (Pick up Range up to 7m)
* 4K@30fps, 1080P@30fps, 720P@30fps « Directivity : Omnidirectional (Sensitivity : -26dB)
« View Angle : D94°/H90°/V55° « Signal to Noise Ratio : 64.50dB
e 4x Zoom » Maximum Sound Pressure Level (SPL) : 120dB
« Ai : Speaker Tracking / Auto Framing and Face tracking » Frequency response : 20Hz~8KHz
e Minimum lllumination : 350Lux
« Brightness/Contrast : Automatic Interface
« White balance : Automatic + USB 2.0 Cable (1.8M) x 1
Shortest shooting distance : 50cm Dimension & weights
Speaker « Product size: 260 W x 56 H x 60 D (mm), 0.4kg
« Built-in 2W Speaker
 Resistance value : 40 SVL\l/ir:Sg\:/tse@()j1sC)ygt?r??nacOS® 10.10 or above
Frequency range : FO~20KHz / Chrome OS™ / Android™ v 5.0 or above
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